The CX range is equipped with the new
TIER-3 compliant Perkins 1104D series
turbo engines. With powers of up to 102
hp, the new engines provide exceptional
power and torque levels. The CX
tractors come in two versions: Synchro
Shuttle and Xtrashift. The Synchro
Shuttle model features a mechanical
transmission that provides the operator
with eight forward and eight reverse
speeds,or 16x 8 when fitted with the
two speed powershift.

The Xtrashift model features an
electronically-controlled transmission
with three-speed powershift, power
shuttle and optional creep transmission
giving the operator a total of 36 forward
and 36 reverse speeds.

The front axle with 55-degree steering
angle features an electrohydraulically-

engaged four-wheel drive and
differential lock with pushbutton control.
The PTO with electrohydraulic
engagement offers a choice of two
speeds, 540/750 or 540/1000 rpm, for
maximum versatility.

The tractor is equipped, as standard,
with an electronic cat. 2 hitch, that
provides a lift capacity of 3865 Kg, and
up to three rear remote valves.

The new four-post cab offers a stylish,
ergonomic design and provides the
operator with a full array of easy-to-read
instruments.

So, while the CX gets on with the job,
you take control in total comfort with
class leading luxury and panoramic
vision from your new Deluxe cab.
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CX 90 (T3) CX 100 (T3) CX 110 (T3)

ENGINE

PERKINS TIER 3 DIRECT-INJECTION 104D-44T 1104D-44TA 1104D-44TA

MAX. ENGINE POWER (ISO RATING) HP/KW 83/ 61 92,5/ 68 102 / 75

MAX. TORQUE SPEED RPM 345 384 412

TORQUE BACKUP 31% 30,5% 27,5%

NR. CYLINDERS / DISPLACEMENT (CM) 4 / 4400 4 / 4400 4 /4400

FUEL TANK CAPACITY LITRES 155 155 155
XTRASHIFT TRANSMISSION WITH
3 POWERSHIFT SPEEDS/ POWER SHUTTLE

CLUTCH TYPE L4 L4 L4

XTRASHIFT + POWER SHUTTLE 24FWD+24REV (40KM/H) L4 d L4

XTRASHIFT + POWER SHUTTLE + CREEPER 36FWD+36REV O o O
TRANSMISSION WITH SYNCHRO SHUTTLE

CLUTCH TYPE L4 L4 L4

BASE TRANSMISSION O 0 O

BASE TRANSMISSION + 2 POWERSHIFT SPEEDSI6FWD+BREV hd hd hd
POWER TAKE-OFF

HYDRAULICALLY-ENGAGED, WET MULTI-DISC PTO L4 L4 L4

2 SPEEDS: 540/750 RPM - O .

2 SPEEDS: 540/1000 RPM © o ©

NET PTO POWER (1SO RATING) HP/KW 66 / 48,5* 75 / 55* 85/ 62,5*
FRONT 4WD AXLE

ELECTROHYDRAULIC 4WD ENGAGEMENT o ° e

MAX. STEERING ANGLE 55° 55° 55°

ELECTROHYDRAULIC DIFF-LOCK L o L
BRAKES

REAR WET BRAKES WITH 4 DISCS L4 ° o

AUTOMATIC 4 WD ENGAGEMENT ON BRAKING hd hd hd
HYDRAULIC POWER LIFT

ELECTRONICALLY OPERATED L4 L4 L4

MAX. LIFT CAPACITY WITH ONE ASSISTOR RAM Ka 2957 © 3200 © 3200 ©

LIFT CAPACITY WITH TWIN ASSISTOR RAMS KG 4100 © 4450 © 4450 ©

PUMP FLOW  L/MIN 60 + 30 60 + 30 60 + 30

(AT 2 THREE-POINT HITCH L4 L4 L4

STD AUXILIARY VALVES 2 2 2

FRONT LIFT AND PTO O o O
CAB AND DRIVING POSITION

“DELUXE” CAB / RADIO READY ° ° e

“DELUXE” LOW-PROFILE CAB o 0 o

AIR-CONDITIONING o o o

AIR SUSPENSION SEAT O O O
DIMENSIONS AND WEIGHTS

FRONT TYRES 320/85R24 320/85R24 320/85R24

REARTYRES 420/85R34 420/85R34 420/85R34

A - LENGTH MM 4229 4325 4325

B - WHEELBASE 4WD MM 2356 2452 2452

(- WIDTH WITH LARGE/NARROW MUDGUARDS MM 2346 /1964 2346 /1964 2346 /1964

D - HEIGHT OVER LOW-PROFILE CAB MM 2540 2540 2540

D - HEIGHT OVER DELUXE CAB MM 2740 2740 2740

£ - GROUND CLEARANCE MM 420 420 420

WEIGHT WITH LOW-PROFILE CAB 4WD Ka 3770 4170 4170

WEIGHT WITH DELUXE CAB 4WD Ka 3840 4240 4240

Key: ® standard © option — not available *Manufacturer’s estimate
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A RGO
Gruppo Industriale ARGO

AgroLube

McCormick original lubricants
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